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AutoCAD SHX Text
X- DENOTES FOR 3 WIRES SYSTEM INCLUDING GROUND, Y- 4WIRE+G X-3.5 = 1/2"C (2)-3.5mm2 THHN CU. & 1-3.5mm2 THHN CU. GND X-5.5 = 1/2"C (2)-5.5mm2 THHN CU. & 1-5.5mm2 THHN CU. GND X-8.0 = 3/4"C (2)-8.0mm2 THHN CU. & 1-5.5mm2 THHN CU. GND X-14 = 3/4"C (2)-14mm2 THHN CU. & 1-5.5mm2 THHN CU. GND X-22 = 1"C (2)-22mm2 THHN CU. & 1-8.0mm2 THHN CU. GND X-30 = 1 1/4"C (2)-30mm2 THHN CU. & 1-8.0mm2 THHN CU. GND X-38 = 1 1/2"C (2)-38mm2 THHN CU. & 1-8.0mm2 THHN CU. GND X-50 = 1 1/2"C (2)-50mm2 THHN CU. & 1-14mm2 THHN CU. GND X-60 = 2"C (2-60mm2 THHN CU. & 1-14mm2 THHN CU. GND X-80 = 2"C (2)-80mm2 THHN CU. & 1-14mm2 THHN CU. GND X-100 = 2"C (2)-100mm2 THHN CU. & 1-22mm2 THHN CU. GND X-125 = 2 1/2"C (2)-125mm2 THHN CU. & 1-22mm2 THHN CU. GND X-150 = 2 1/2"C (2)-150mm2 THHN CU. & 1-30mm2 THHN CU. GND X-175 = 2 1/2"C (2)-175mm2 THHN CU. & 1-30mm2 THHN CU. GND X-200 = 3"C (2)-200mm2 THHN CU. & 1-50mm2 THHN CU. GND X-250 = 3"C (2)-250mm2 THHN CU. & 1-50mm2 THHN CU. GND X-300 = 3 1/2"C (2)-300mm2 THHN CU. & 1-50mm2 THHN CU. GND

AutoCAD SHX Text
CONTRACTOR TO TEST EXISTING GROUNDING SYSTEM. GROUND RESISTANCE SHALL BE 25 OHMS OR LESS MEASURED BY THREE-POINT METHOD. CONTRACTOR SHALL FIELD VISUAL AND INSULATION TEST EXISTING FEEDER CONDUCTORS' SIZE AND INSULATION RESISTANCE.  REPLACE AS NECESSARY.   FOR FEEDERS AND SUB FEEDERS SIZES, SEE SINGLE LINE DIAGRAM.
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AutoCAD SHX Text
CONTRACTOR TO VERIFY EXISTING GROUNDING SYSTEM.  GROUND RESISTANCE SHALL BE 25 OHMS OR LESS MEASURED BY THREE-POINT METHOD. ELECTRICAL CONTRACTOR SHALL FIELD VERIFY THE SIZE/RATING OF ALL ELECTRICAL EQUIPMENTS AND COMPARE WITH THE DRAWINGS.  ANY DISCREPANCY FOUND BETWEEN THE DRAWINGS AND ACTUAL INSTALLATION SHOULD BE IMMEDIATELY REPORTED TO THE ENGINEER UNDERSIGNED BEFORE TURNING ON THE SERVICE. CONTRACTOR SHALL FIELD VERIFY EXISTING FEEDER CONDUCTORS' SIZE AND INSULATION RESISTANCE.  REPLACE AS NECESSARY.  EXISTING SINGLE LINE IS FOR REFERENCE PURPOSES ONLY. CONTRACTOR SHALL VERIFY CONDITION OF THE EXISTING SWITCHBOARD PRIOR TO WORK ON THE GEAR.
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(E) MAIN DISTRIBUTION PANEL "MDP"
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(N) (2) 3"C-3#250mm2 THHN CU.
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225KVA, 3PHASE 230V, 60HZ "GENERATOR SET" 
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ATS: 700A,3P,230V,  WITH GROUND BUS, NEUTRAL BUS. SOLENOID TYPE UL-1008 AND MANUAL BY PASS ISOLATOR IN NEMA 3R ENCLOSURE
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CONDUITS WHICH PASS THROUGH A ROOF SHALL BE INSTALLED IN ACCORDANCE WITH THE REQUIREMENTS OF THIS DETAIL
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